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I/O connection conversion with adapter 2D-IOADAP from 50pin to 40pin

MELFA - ROBOT 
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OLDER CONTROLLERS WITH 50-PIN EA CONNECTOR - CURRENT CR800 40-PIN

CR700/800 Controller
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CHANGE CONTROLLER WITH 50PIN EA CONNECTOR TO 40PIN WITH ADAPTER

2D-IOADAP-CBL02-GC

EA map

2D-TZ378 (Source)

2D-TZ368 (Sink)

CR700/800 Controller

This means that when a robot is replaced, the system wiring with the 2A-CBLx can almost always be retained.

2A-CBL05

2A-CBL15

2A-CBL05

2A-CBL15
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2D-IOADAP-CBL
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ASSIGNMENT 2A-CBL
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ASSIGNMENT 2D-CBL
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ARTICLE

Former adapter, is no longer available
230285 2D-IOADAP-CBL I/O adapter cable CRnB to CRnD control 0.5m

Adapter in 2 lengths: Attention these have plug instead of socket and are designed for a special customer (and 

could only be used with gender changer). 

404197 2D-IOADAP-CBL02 I/O adapter cable CRnB to CRnD control 2m (LIYCY 40x0,14)

404200 2D-IOADAP-CBL05 I/O adapter cable CRnB to CRnD control 5m (LIYCY 40x0,14)

Current adapter including gender changer
606814 2D-IOADAP-CBL02-GC I/O adapter cable CRnB to CRnD control 2m; with gender changer

Notice:

When using the adapter, the inputs or outputs each have only one reference point for 24V / 0V, 

Therefore, in addition to the wiring (different potentials), the load must also be checked. 

Otherwise the assignment is compatible. 
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THANKS A LOT


